
NPP Power Lithium-Iron Phosphate batteries offer superb 
improvement in characteristics compared to lead-acid 
technology. Due to the extreme cycle and calendar life, the 
LFP series is an excellent long-term investment for your 
applications. Powerful, light weight, safe, and intelligent, 
LFP batteries are the future of the energy storage you can 
have right now!

Fast charging, 98% efficiency

Ultra-long service life - up to 20 years

Can be used in a wide variety of applications

The best safety among the Lithium chemistries

High power density and consistent power output

LFP SERIES
LiFePO4 Battery Technology

Advantages

Application

Recreational Vehicles
Well-suited for motorhomes, caravans,
and leisure appliances

Renewable Energy Systems
Ideal for photovoltaic, solar, and other renewable 
energy installations

Marine applications
For use in fishing, electric boat engines, depth 
sounders, etc

Emergency Power
Reliable for emergency power supply situations 
and related equipment

Uninterruptible Power Supplies (UPS)
Effective for ensuring uninterrupted power in 
critical applications
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LFP SERIES
LiFePO4 Battery Technology

 Model   Model No. 
Voltage

(V) 
Capacity

(Ah)
Discharge
current(A)

Peak 
Discharge

Current (A)

Energy
(Wh)

Dimensions
L*W*H(mm) 

Weight
(Kg)

*The LFP series range includes but is not limited to the above models! Please contact us for more information.
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LFP12.8-8  12.8 8 10 50 102.4 151*65*97 1.05NSFD008Q20

LFP12.8-12  12.8 12 20 80 153.6 151*65*97 1.5NSFD012Q20

LFP12.8-18  12.8 18 20 80 230.4 151*99*99 2.5NSFD018Q10

LFP12.8-24  12.8 24 30 100 307.2 181*77*168 3.2NSFD024Q10

LFP12.8-30 12.8 30 30 100 384 181*77*168 4NSFD030Q10

LFP12.8-50  12.8 50 50 150 640 260*168*209

260*168*209

339*185*218

502*186*243

502*186*243

522*238*218

502*186*243

523*269*218

6.3NSFDO50Q10

LFP12.8-80 12.8 80 80 200 1024 10.5NSFDO80Q10

NSFD100Q10

NSFD160Q10

NSFD200Q10

NSFD280QC5

NSFE100Q10

LFP12.8-100  12.8 100 100 250 1280 12.8

LFP12.8-160  12.8 160 150 300 2048 18.4

LFP12.8-200 12.8 200 200 350 2560 23

LFP12.8-280 12.8 280 200 350 3584 34.4

LFP25.6-100  25.6 100 100 250 2560 22.4

LFP25.6-200  25.6 200 200 350 5120 43.4NSFE200Q10

*Certification: CE, UN38.3, MSDS


